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Installation can only be carried out by an authorized person and according to the 
mounting instructions. Any other installation is considered to be improper. Make sure 
that the luminaire is always disconnected from the power supply before the 
installation work. Do not use the luminaire if damaged or if damaged the power 
cable. Technical changes are subjected without notice. Do not dispose the luminaire 
or its parts as household waste, but make the proper recycling.
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 The light source in this luminaire may 
 be replaced only by the manufacturer 
 or its contractual service technician or 
 similarly quali�ed person!                  

26
/5

5W
 m

ax
 8

m
82

W
 m

ax
 1

5m

8 - 10Nm

IP65/66

100mm

InLED VO3



3/365-03/0

24
/3

5
82

W

24
/7

0
7

12
15

18
12

20
25

31
48

/5
2

6
11

13
17

11
18

23
29

PO
W

ER
 

30
00

K/
40

00
K

10
AB

    
    

    
  

Σ 
lu

m
in

ai
re

s
16

AB
    

    
    

  
Σ 

lu
m

in
ai

re
s

20
AB

    
    

    
  

Σ 
lu

m
in

ai
re

s
25

AB
    

    
    

  
Σ 

lu
m

in
ai

re
s

10
AC

    
    

    
  

Σ 
lu

m
in

ai
re

s
16

AC
    

    
    

  
Σ 

lu
m

in
ai

re
s

20
AC

    
    

    
  

Σ 
lu

m
in

ai
re

s
25

AC
    

    
    

  
Σ 

lu
m

in
ai

re
s

Ta
bl

e 
of

 m
ax

im
al

 n
um

be
rs

 o
f V

O
3 

lu
m

in
ai

re
s i

n 
on

e 
lin

e 

26
/5

5W


